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'-U) Automatic Needle Threader

AUTO

The Automatic Nee-
dle Threader easily
threads the needle
without eyestrain
and allows you to
start sewing quickly.

.

CARRY

Compact-size Sewing Machine
with Carrying Case

Compact unit is an ideal travel com-
panion, weighing only 6.5KGS (14
LBS) and is always ready for easy
transport. The hard shell carrying
case is supplied with the machine as
standard to meet any of your travel
needs. Your machine is transported
easily and safely to your next sewing
destination.

Finger Guard

for your safety
Sturdy finger guard is installed with
the machine to protect your fingers
from the moving needle. Sew with
confidence with this built-in safety
feature.

(7 Adjusting Stitch Width

Easy Start-Sew

Push the button of presser foot and
make it parallel to the throat plate.
This makes easy to start sewing mul-
tiple layers of fabric or overlapped
materials.

Sews from Light-
to Heavy-Weight
Materials with ease

Durable machine body is constructed
from aluminum die cast and has a front-
loading bobbin for simple tension control.
The strong feeding power of the machine
makes it possible to sew light, medium
and heavy weight materials with ease.
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@Optional Parts

[ 'Wide Table (p/No.40058018)

[ Even Feed Foot (p/No.40058020)

Buttonhole Sewing

Buttonholes can be sewn beautifully
and securely in 5 easy steps utilizing
the easy to operate stitch selection
dial. This dial is conveniently loca-
ted on the right side of the unit.
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@Specifications

Stitch Length Max.4mm

Zigzag Width Max.6.5mm

Lift of the Presser Foot 2step lifter Max. 9.5mm
Needle HAX1 #9~#16
Dimensions 352(W)x255(H)x155(D)mm
Weight (Machine only) 6.5kg 14lbs

& Safety Instruction

To ensure proper and safe use of the machine,
be sure to carefully read the “Instruction Manual”before operating the unit.
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